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NOTES
This booklet is designed to collect all of the information we need so that we may accurately quote or build the equipment that you require for a particular job. We think the people in your own shop will find it to be a convenient reference document also.
Whether you are building a new console, planning a rebuild, or simply at the quoting stage, please fill out the booklet as completely as possible. If you have any questions, please don't hesitate to call us. Peterson will return a copy of this booklet with your order or quotation.
Page #        
Please check products requested for this job:
Date Needed
4
Power Tabs
TM
4
PowerKnobs
TM
4
T-Rail     Tongue Tab Assembly with engraved tablets
TM
4
Z-Bracket     Rocker Tab Assembly with engraved faces
TM
5
Relay/Coupler System:
TM
Please fill out relay spec sheet provided in this booklet (page 5)
6
Single Board Duo-Set    Combination Action
TM
6
ICS "Combination Action Only"
6
Crescendo Shoes and Accessories
7
ICS-4000     MIDI System
TM
8
Expression Shoe and Accessories
8
Master Touch II     Keyboards
TM
8
Manual Key Contact Assemblies
8
Pedal Key Contact Assemblies
9
Complete Console Rebuild, Stop Jambs
9,10
Stop Jambs/Nameboard
10
Piston Slips/Nameboard
11A,B
Toe Studs/Thumb Pistons/Piston Cables
12,13
Miscellaneous Engraving
14
Pipe Valves
15
Electronic Bass Extensions
15
Dynatrem     Tremolos
TM
15
Inteli-Power     Power Supplies
TM
16
Chimes/Chime Actions
17
Swell Shade Operators
17
Console A.C. Control System
17
Dual Slider Motor Controllers
18
Chest Cables
18
Small Parts/Tools/Miscellaneous
2
GENERAL INFORMATION
CONTROL PANEL
NAMEPLATE MATERIAL
SHIPPING INSTRUCTIONS
STOP CONTROL ENGRAVING
STYLE & SLANT
Please select engraving style/slant below. If no style is specified, we will use Block 0
O
..\..\Original\Engraved Dwg(jpeg).jpg
STYLE
0
SLANT
O
5
SLANT
O
10
SLANT
O
ENGRAVING STYLES
NOTE: Actual engraving may differ slightly from examples shown
TYPE OF KEY ACTION
TYPE OF WORK
If a rebuild, list the manufacturer and the year in which it was built, if known:
(All Knobs and Tablets)
Should equal the total number of stop knobs or tabs from all divisions. Include percussion stops, tremulants, and MIDI stops and couplers.
3
DIVISIONAL STOP LIST
Foot Marks:
AREA WITHIN DOUBLE LINES WILL BE
ENGRAVED EXACTLY AS WRITTEN
TYPE
S-Straight
U-Unit
C-Coupler
SP-Str. Primary
STOP
B-Black
R-Red
I-Ivory*
FILL
W-White
R-Red
B-Black*
 
#
STOP
JUNCT.
PIN
ASSN.
STOP NAME & PITCH
STOP
TYPE
STOP
COLOR
FILL
COLOR
OFFICE
USE
ONLY
1
2
3
4
5
6
7
8
9
10
11
12
13
14
15
16
17
18
19
20
21
22
23
24
25
26
27
28
29
30
31
32
*Denotes Peterson Standard
DRAWKNOB LAYOUT
(Note reversibles with an "R")
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PowerKnobs
TM
1 DIA.
HEAD
1    DIA.
HEAD
1
8
/
1    DIA.
HEAD
1
4
/
STEMS
COIL COMMON
Z-Bracket
TM
Z-BRACKET
COIL COMMON
WOOD MOULDING
Standard moulding is unfinished,
custom finishing available at extra charge.
..\Original\Tabs rocker tabs p4(jpeg).jpg
STYLE
A
FACE
STYLE
B
FACE
STYLE
C
FACE
STYLE
D
FACE
PowerTabs
TM
..\..\Original\Tabs stop tabs p4(jpeg).jpg
(11 Positions/Rail)
COIL COMMON
STANDARD
PETERSON
TABLET
NOTCHED
TABLET
T-Rail
TM
T-RAIL
WOOD MOULDING
STOP TAB/ROCKER TAB LAYOUT (Note reversibles with an "R")
4-
Order, Quote, or Both?
ICS-4000:
OrgaPlex:
Diode Matrix:
Peterson Advise:
Transposer? Y/N:
Main Cable Length(s) (feet):
Peterson #:
CRN:
Date:
Company:
Contact:
Phone:
Email:
Job Name:
City, ST, Zip:
Indicate location of switching
M=Main Chamber, C=Console
G=Great, S=Swell, CH=Choir, etc.
Manuals Playable and Pitches
Page 1 of 1
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Quotation & Order Form for
Relay/Coupler System
      
Low
# of
Indicate mainline output of couplers next to manual/division name xx (32, 44, 56, 61, 68, 73)          
Rank**
*
Pitch
Notes
Remarks
COMBINATION ACTION
DIVISION INFORMATION
DIVISION NAME
NO. OF
STOPS
NO. OF
GEN. PIST
NO. OF
DIV. PIST
DIV.
CANCEL
Y/N
COMMENTS
TOTALS:
TYPE OF RELAY/COUPLER SYSTEM:
Peterson                                  Serial # if existing system
Solid state positive stop sense polarity
Solid state negative stop sense polarity
Other (please note stop sense polarity)
CRESCENDO OPTIONS
Crescendo Shoe with Encoder
Encoder only (using existing shoe)
Bar Graph Display  Window Display:
Seven Segment Digital
MANUFACTURER OF STOP ACTION MAGNETS (SAMS)
Peterson
Other  Coil Common:
OPTIONS:
Does the organ have straight "primary" chests?
(e.g. VENTIL, PITMAN, SLIDER)
Mounting of components & cabling to stops (SAMS)
Cabling to stop controls (SAMS) only (not mounted)
Please fill out piston layout sheet (page 11) and supply stop/knob layout
Not cabled & not mounted
Mount C/A with relay
Power Supplies (PEM will determine # required)
Lockout key switches
*FOR PISTON CABLES, SEE PAGES 11 (PISTON LAYOUT SHEET)
SINGLE BOARD DUO-SET
TM
If pedal stops are controlled by pistons for another division, please explain: 
Memory Level(s)
Memory Selector
Total # of Sforzando Reversibles
[Positive Piston, Positive Out is standard; specify
other polarities if desired. Any "Blind" reversibles
having no matching stop control (such as Zim, All
SW to SW, etc.) require a SFZ reversible.]
Total # of non-SFZ Reversibles - Please list
Last General Piston Pressed Readout
ICS C/A-ONLY  (Please consult factory)
6
ICS-4000   MIDI SYSTEM
TM
Note: It is not necessary to complete this page if you will be ordering an ICS-4000 system.
 )                           
(you must include ALL keyboards for MIDI IN AND OUT)
EXPRESSION SHOES (To order expression shoes, see page 8)
Shoe
#Contacts
Organ division(s) affected
MIDI division(s) affected
TM
CONTROL PANEL
PATCH CHANGE/PRE-SET INFORMATION
Patch changes or pre-sets are the signals that are sent out to MIDI instruments to change the program (sound) that is produced by the MIDI instruments. The Peterson MIDI Resource System™ has the ability to change the entire set up of your organ with regard to what MIDI channels and programs are being sent from each manual. The Peterson MIDI Resource System can recall these settings by a piston push or activating a stop control. You must choose one method or the other. The system allows up to 72 MIDI pre-set pistons (17 general/tutti and 55 divisionals) or up to 24 MIDI pre-set stop controls. The pistons can have up to 99 independent levels of memory. You may choose to have independent MIDI pistons or connect the pistons so that both the MIDI and the combination action share the same piston buttons. If you are doing a rebuild or building a new instrument, and the organist prefers MIDI pistons, independent MIDI pistons are preferred over dual purpose.
Please select ONE of the following methods to send MIDI patch changes:
If using MIDI PISTONS:
TM
TM
If ROTARY selector, please circle number of memory levels
)
COUPLER SYSTEM
TM
TM
Serial number if an existing system
Serial number if an existing system
Serial number if an existing system
If coupler is not solid state, suppression diodes may need to be installed on key and stop lines. Peterson to supply
supression diodes.
7
MASTER TOUCH    KEYBOARDS
TM
Master Touch II     Keyboards come complete with contact assemblies & cables.
TM
TM
CHEEKS & SLIPS:
Custom finished?
(available at extra charge)
(Natural color with clear satin finish is standard)
Color of custom color and/or filled grain
Please provide sample
**TO ASSURE PROPER CABLES, SPECIFY RELAY TYPE AT BOTTOM OF PAGE
KEY CONTACT ASSEMBLIES
MANUAL KEY CONTACT ASSEMBLIES
..\..\Original\page 8 over_under key2.jpg
**TO ASSURE PROPER CABLES, SPECIFY RELAY TYPE AT BOTTOM OF PAGE
PEDAL KEY CONTACT ASSEMBLY
(15 foot cable standard)
..\Original\jpegs\wooden rail (page8).jpg
Wooden rail
(not included)
may be the
front structural
member near
the "toe" end of
pedal keys, or
a cross member
under the center
of pedal keys. 
EXPRESSION ACCCESSORIES
*To order crescendo shoe/bar graph, see page 6
..\Original\jpegs\bracketR.jpg
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indicate colors
** If not ordering Peterson relay at this time, please check existing type of coupler system
TM
TM
TM
Serial number if an existing system
Serial number if an existing system
Serial number if an existing system
Serial number if an existing system
8
CONSOLE REBUILDING & COMPONENTS
Please specify name of original manufacturer and date of manufacture, if known:
Include:
Type of console:
STOP JAMBS
For all orders, show the location of each division as it should appear. If jambs are being provided, be sure to
indicate the EXACT location of control panels, indicators, and nameplates.
STOP JAMBS:
If new, please specify wood type:
Please specify special wood type, if selected above:
(Special woods such as cherry or quarter-sawn oak are available)
..\Original\jpegs\stop jambs_Top2 p9.jpg
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TM
DIMENSIONS:
4
3
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9
NAMEBOARD
For all orders, show the location of each division as it should appear. If a nameboard is being provided, be sure
to indicate the EXACT location of control panels, indicators, and nameplates.
NAMEBOARD:
If new, please specify wood type:
Please specify special wood type, if selected above:
..\Original\jpegs\name board p10.jpg
DIMENSIONS:
TM
TM
TM
SLIPS
Use this section if not ordering Master Touch II     Keyboards
TM
SLIPS:
If new, please specify wood type:
Please specify special wood type, if selected above:
Custom color?
(If yes, please provide samples)
Filled Grain?
(If slips are unfinished, pistons will be sent loose, along with cables)
10
THUMB PISTON - TOE STUD LAYOUT SHEET
with reversibles - (without reversibles on following page)
Name or number each thumb piston exactly as it should be engraved.
Name or number each toe stud as it should appear.
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DIVISION
NAME
MAN.
4
2
1
3
GENERAL / PEDAL
PISTONS
PISTON LOCATED UNDER MIDDLE C
REVERSIBLE PISTON
CIRCLES REPRESENTING PISTONS
ARE SHOWN LARGER THAN SCALE
DIVISIONAL PISTONS
TOE STUDS
PLEASE LIST ALL THUMB PISTONS/TOE STUDS IF ORDERING COMBINATION ACTION
SUMMARY
(Ivory pistons with black fill are standard, specify if other                                            )
(If keyboards are unfinished, pistons will be sent loose, along with cables & drilled slips)
TM
11A
THUMB PISTON - TOE STUD LAYOUT SHEET
without reversibles 
Name or number each thumb piston exactly as it should be engraved.
Name or number each toe stud as it should appear.
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DIVISION
NAME
MAN.
4
2
1
3
GENERAL / PEDAL
PISTONS
PISTON LOCATED UNDER MIDDLE C
CIRCLES REPRESENTING PISTONS
ARE SHOWN LARGER THAN SCALE
DIVISIONAL PISTONS
TOE STUDS
PLEASE LIST ALL THUMB PISTONS/TOE STUDS IF ORDERING COMBINATION ACTION
SUMMARY
(Ivory pistons with black fill are standard, specify if other                                            )
(If keyboards are unfinished, pistons will be sent loose, along with cables & drilled slips)
TM
11B
ENGRAVED DESIGNATION LABELS
TYPE OF MATERIAL
(Block 0 degree slant will be used if no style is specified.)
Indicator nameplates are recommended drilled for brad mounting unless specified
INDICATOR NAMEPLATES
DIVISION NAME, TOE STUD, INDICATOR LIGHT LABELS, ETC.
PLEASE PRINT CLEARLY AND EXACTLY
AS ENGRAVING SHOULD APPEAR
(Note: The length for each height of nameplate will be the same on any one order unless advised otherwise.
Other sizes available on request)
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INDICATOR
NAMEPLATES (Continued)
1
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CUSTOM BUILDERS
NAMEPLATE
Type or print exactly as the engraving should appear and be sure to include dimensions.
Standard size is 2" x 4". Other sizes available at extra
charge. 
TYPE OF CUSTOM BUILDERS NAMEPLATE
Builder's nameplate engraving style & slant
(See page 3 for options)
COMMENTS
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PIPE VALVES
QTY
PART#
DESCRIPTION
OHMS
PALLET
403342
Pipe valve
40
5/8
403341
Pipe valve
40
3/4
403360
Pipe valve
40
7/8
403375
Pipe valve
40
1
403340
Pipe valve
40
1-1/8
403378
Pipe valve
40
1-1/4
QTY
PART#
DESCRIPTION
OHMS
PALLET
403349
Pipe valve
50
5/8
403350
Pipe valve
50
3/4
403351
Pipe valve
50
7/8
403352
Pipe valve
50
1
403353
Pipe valve
50
1-1/8
403354
Pipe valve
50
1-1/4
403345
Pipe valve
60
5/8
403344
Pipe valve
60
3/4
403361
Pipe valve
60
7/8
403376
Pipe valve
60
1
403343
Pipe valve
60
1-1/8
403379
Pipe valve
60
1-1/4
403348
Pipe valve
90
5/8
403347
Pipe valve
90
3/4
403362
Pipe valve
90
7/8
403377
Pipe valve
90
1
403346
Pipe valve
90
1-1/8
403380
Pipe valve
90
1-1/4
SUPERVALVES
Common Polarity?
QTY
PART#
DESCRIPTION
OHMS
PALLET
403743
Supervalve
40
1-3/8
403745
Supervalve
40
1-1/2
ALL-ELECTRIC PRIMARIES
QTY
PART#
DESCRIPTION
OHMS
404028
Electric Primary Side Tab
40
404027
Electric Primary Side Tab
50
404026
Electric Primary Side Tab
60
404025
Electric Primary Side Tab
90
404032
Electric Primary Front Tab
40
404031
Electric Primary Front Tab
50
404030
Electric Primary Front Tab
60
404029
Electric Primary Front Tab
90
PIPE VALVE OPTIONS
QTY
PART#
DESCRIPTION
403334
Chassis Common Mounting Kit(s) 8'
403333
Bus Strip, Plated, W/Adhesive, 100' Roll
150052
Diode(s), 1 amp
(not required if using Peterson relay)
502001
Locating Jig(s)
502002
Frame Adjusting Tool(s)
403401
Keying Wire Spreader Kit(s)
170711
Panduit Duct, .75" x .75" x 6', no cover
160439
Screw, #6 x 3/4 Phil Truss (per 100)
180216
Screw Terminal, #14-18 AWG
..\Original\jpegs\Pipe Valve Chart.jpg
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*DENOTES PETERSON STANDARD
ELECTRONIC BASS EXTENSIONS
Keying Polarity?
QTY
PART#
DESCRIPTION
SPEAKER CABINETS REQUIRED
402996
32 Ft 12N Lieblich Gedeckt
2 - 15" Enclosed 
402011
16 Ft 12N Bourdon/ Gedeckt
1 - 15" Enclosed 
400390
16 Ft 24N Bourdon/ Gedeckt
1 - 15" Enclosed 
400391
16 Ft 32-36N Bourdon/ Gedeckt
1 - 15" Enclosed 
402982
16 Ft 12N Gemshorn
1 - 15" Enclosed 
402983
  8 Ft 12N Gemshorn
1 - 12" Enclosed 
402998
32 Ft 12N Principal
2 - 15" Enclosed 
402992
16 Ft 12N Principal/ Diapason
1 - 15" Enclosed 
402993
  8 Ft 12N Principal/ Diapason
1 - 12" Enclosed 
402881
32 Ft 12N Violone
1 - 15" Enclosed 
402882
16 Ft 12N Violone
1 - 15" Enclosed 
402883
  8 Ft 12N Violone
1 - 12" Enclosed 
402892
16 Ft 12N Diaphone
1 - 15" Enclosed 
402022
16 Ft 12N Contra Gamba/ Dulciana
1 - 12" Enclosed 
402021
  8 Ft 12N Gamba/ Dulciana
1 - 12" Enclosed 
402003
32 Ft 12N Fagot/ Oboe
1 - 12" Open 
402002
16 Ft 12N Trompette/ Fagot/ Oboe
1 - 12" Open 
402006
16 Ft 12N Trombone/ Pousane/ Trumpet
1 - 12" Open, 1 - 12" Enclosed 
402001
  8 Ft 12N Trompette/ Fagot/ Oboe
1 - 12" Open 
402995
32 Ft 12N Contra Bombarde
1 - 12" Open , 1 - 15" Enclosed 
402997
32 Ft 12N Contra Trombone/ Basson/ Hautbois/ Oboe
1 - 12" Open , 1 - 15" Enclosed 
403009
32 FT 32N Principal
1 - 12" Enclosed, 1 - 15" Enclosed
403010
32 FT 44N Principal
1 - 12" Enclosed, 3 - 15" Enclosed
403011
16 FT 32N Principal
1 - 12" Enclosed, 1 - 15" Enclosed
402884
32 FT 32N Violone
2 - 15" Enclosed
402885
32 FT 44N Violone
1 - 12" Enclosed, 2 - 15" Enclosed
402886
16 FT 32N Violone
1 - 12" Enclosed, 1 - 15" Enclosed
402007
32 FT 32N Fagot/ Oboe 
2 - 12" Open
402008
32 FT 44N Fagot/ Oboe 
3 - 12" Open
402009
16 FT 32N Fagot/ Oboe 
2 - 12" Open
400433
32 FT 32N Bourdon
3 - 15" Enclosed
403007
32 FT 32N Bombarde
1 - 12" Enclosed, 2 - 12" Open, 1 - 15" Enclosed
402991
High Power 32 Ft 12N Open Diapason
Minimum one high power; consult factory
402994
High Power 32 Ft 12N Bourdon/ Subbass/ Untz/ St. Flute
Minimum one high power; consult factory
Speaker Sizes and Weights  
15" enclosed cabinet 36"H x 18"W x 22"D,  95 lbs
shipping weight = 110 lbs
12" enclosed cabinet 30"H x 18"W x 16"D,  58 lbs
shipping weight =   73 lbs
12" open cabinet 24"H x 15-5/8"W x 10-1/2"D, 30 lbs
shipping weight =   35 lbs
High power cabinet 48"H x 24"W x 24"D,  212 lbs 
shipping weight = 220 lbs
OPTIONS
DYNATREM    TREMOLOS
TM
POWER SUPPLIES
TM
TM
TM
*DENOTES PETERSON STANDARD
15
CHIMES/CHIME ACTION
All chimes and actions come standard with power supply, relay, and console controls.
In what configuration will the chimes be hung?
..\Original\jpegs\oq chime config p15.jpg
A
B
C
D
Keying polarity?
Is this a split rail?
If yes:
How many tubes on each side?
Non-functional extra tube?
side
Transformer leads required?
CHIMES
)
Canopy
CHIMES ACTION ONLY
)
Canopy
For use with graduated tubes?
(Note: Peterson chime actions are not recommended for use with chime tubes larger than 1-1/2" diameter) 
(If not specified, Peterson will assume 6 for 21 Note, or 8 for 25 Note)
16
SWELL SHADE OPERATORS
** Positive shoe feed polarity is Peterson standard, please specify if other:
..\Original\jpegs\page 16 images.jpg
- Left
- Right
CONSOLE A.C. CONTROL SYSTEM
DUAL SLIDER MOTOR CONTROLLERS
17
CHEST CABLES
CONTACT FACTORY WITH DETAILS
SMALL PARTS/TOOLS
MISCELLANEOUS ITEMS
Qty
Peterson Part #
Description
Comments
NOTES
18
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